2 4 8 6 f /

om_,moo NOTES:

0 1. Current Rafing: 1.0AAC/DC

= 2.Voltage Rating: 50V AC/DC

o0 3. Temperature Range: -25C 10 85C
WNN uw% | 4, Contact Resistance: 20mQ max.
MNN m% ﬁ E 5. Insulation Resistance: 100MQ min.
00 T4 6. Withstanding Voltage: S00V AC/minute
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g T (1) A=Board to Wire Connector
1800 200 (2) 100=Pitch 1.00mm
e = (3) 01=01(5H) Type Seres

(4) C=Connector/H=Housing/T=Terminal
No.] (& xx=No.of Contacts
: 28— () 0=Standard/M= Male/F=Female
7 (8 S=Single Row Type/D=Dual Row Type
uU (D PT=PBT/66= NyLon 66/46= NyLon 46/
N — = 6T= NyLon 6T/9T= NyLon 9T/LP=LCP/PS=PPS
B | 1 o (8) 0=General (& —t)/3=Without Eared/5=With Eared
= = (9 1=PE Bag Packing
=210~
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Dongguan Shengrui Technology Co., Ltd.
TEL:86-T69-82167146/87988175  MAIL:srco@gdsreo.com

D] Inslotor | PATUL940/ Color: Natural{Whe] <

Item| Parts Material Specification Qty Note PN
PR Mogel - ke Approved Tian 07/21°20 | (B4 Description
Z5E (ustomer PN |- FH Checked | B 07/21/20 Pitch 1.00mm Crimp Style
R Part No. | A-10001HeS-PT-5: M Safety Housing
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THIS DRAWING CONTAINS INFORMATION THAT IS PROPRIETARY TO SHENGRUI
INCORPORATED AND SHOULD NOT BE USED WITHOUT WRITTEN PERMISSION
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