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NOTES:
1. Current Rafing: 1.0A AC/DC
2. Yoltage Rating: 50V AC/DC
3. Temperature Range: -25°C 10 85C A
4. Contact Resistance: 20mQ Max,
After environmental festing: 30mQ Mox.
5. Insulation Resistance: 100MQ min.
015 6. Withstanding Voltage: 500V AC/minute -
ety A-10006T 5 - P x-3
O 2000 ®O®
@ A=Board to Wire Connector B
@ 100=Pitch 1.0mm
(@ 06=06(MX) Type Series
(@ C=Connector/H=Housing/T=Terminal/R=Retainer(TPA)/G=CAP
4 (® 0=Standord Type/1=Plating before stamping/5=5Type/.../8=High || _
barrel/9=Low barrel/M=Male Type/F=Female Type
(® B=Brass/P=Phosphor Bronze/H=Hight Conductivity Copper/R=Red
copper
@ T=Tin Plating /G=Gold flash Plating /N=Nicke! plating/1=Tin Matte/
2=3U" Gold Plafing /3=5 U" Gold Plafing / 4=6 U" Gold Plafing/ C
5=10U" Gold Plating /6=15 U" Gold Plating/7=20U" Gold Plating /
8=30U" Gold Plating /S=Siver plating /H=Hallf of gold tin
r + 5 ® 3=TopesReel Packing
= S SECTIONB-B SECTIONA-A
D
@ | Terminal  {Phosphor Bronze / Gold-Plated / AWG#32- #28 / Insulation O.0. 0.8mm Max. | 20,000 pcs A-10006T5-PG-3 B
(D | Terminal  |Phosphor Bronze / Tin-Plated / AWG#32- #28 / Insulation 0.D. 0.8mm Mox. 20,000 pcs A-10006T5-PT-3
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