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NOTES:
1. Current Rafing: 1.0A AC/DC
2. Voltage Rating: 125V AC/DC
3. Temperature Range: -40°C t0 85C A
4. Contact Resistance: 20mQ Max,
After environmental festing: 30mQ Mox.
5. Insulation Resistance: 100MQ min.
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& (M A=Board to Wire Connector E
@ 125=Pitch 1.25mm
i @ 01=01(MX) Type Series
H E (@ C=Connector/H=Housing/T=Terminal/R=Retainer(TPA)/G=CAP
(® 0=Standord Type/1=Plating before stamping/J=J Type/.../8=High || _
barrel/9=Low barrel/M=Male Type/F=Female Type
(® B=Brass/P=Phosphor Bronze/H=Hight Conductivity Copper/R=Red
= | — @ T=Tin Plating /G=Gold flash Plating /N=Nicke! plating/1=Tin Matte/
~ _M 2=3U" Gold Plating /3=5 U" Gold Plating / 4=6 U" Gold Plafing/ C
w 5=10U" Gold Plating /6=15 U" Gold Plating/7=20U" Gold Plating /
- 8=30U" Gold Plating /S=Silver plating /H=Half of gold fin
Section: B-B ® 3=Tope&Reel Packing
Section:C-C —
D
@ | Teminal  |Phosphor Bronze / Gold-Plated / AWG#32- 428 / Insulation O.D. .0mm Max. | 15,000 pcs A-12501T0-PG-3 B
(D | Teminal  |Phosphor Bronze / Tin-Plated / AWG#32- 428 / Insulation O.D. 1.0mm Mox. 15,000 pcs A-12501T0-PT-3
Item | Parts Material Specification Qly Note PN
Rev fBIE Revisions Ewﬁgmaﬁﬁi g TEN = HER] Model - Wik dpproved|Tian 07/217°20 | 1814 Description E
AQ1 |AT25IMX-TE Tony 2019/05/16 Iless ot U. a %ﬂo M%H%mwﬂmc%%wmwwmﬂnw _.w Z5 (ustomer PN~ |- F, Checked |51 07/21/20 Pitch 1.25mm Pitch Crimp
A |FERS Tony 2021/10/05 ILE T SRR part o, |AT2501THPR3 2 Safery Terminal
o] TELB6-T69-621T166/B1988175 MAlLsroofgdsraocom e = T T e A
L30T ORANIG CONTATIS IECRTATION THAT IS PROPRIETARY T0 SHENGRUT et > 06T C:l LU
" L1450 31| NCQRPORATED AND SHOULD NOT BE USED WITHOUT WRITTEN PERMISSION | Bl Uit ELFY Scle ] Third anle projection -] FIFE Page | 1/1
2 7 7 5 6 7 7




